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GENERAL DATA

Installation on the ground

Environment outdoor (waterproof)

IP rating IP 67

Operating temperature -20~45℃ (max 60℃)

Device temperature at
max power

40℃

ELECTRICAL DATA

Input volt AC 100~240V / DC 12V

Power 3W (12V 250 mA)

Lifespan 30 000 hrs

UVC LED DATA

Light source LN-SMD3535UVC-P1

Wavelength 255 nm

Beam angles 60° | 15°

Casambi Ready Pest Control System for Crop
Production.

One 4-channel control unit can contain up to 32 optical
modules (4 x 8 per channel).

The cable length between optical modules is 1 m
(customized).

Optical base material can be customized: aluminum,
polycarbonate (black, white, clear and opal), etc.

You can set the UV dose with an accuracy of 1%.

Specially designed UV clear silicone lenses, with a wide
60° beam angle for short growing plants and a 15° spot
beam for tall plants and trees.

60° wide beam 15° spot beam
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Applications (tested on) Features

○ Strawberry

○ Cannabis

○ Grape

○ Cucumber

○ Tomato

○ Lettuce

○ Can be integrated in Casambi systems
(Casambi Ready)

○ 4 channel power range adjustment 1 to 100 %

○ Can be connected up to 32 pieces in one line

○ Casambi cloud gateway (optional) for storing
data online and receiving statistical reports

○ Solar panel and rechargeable battery (optional)

The information is for your reference only, we reserve the right to make alterations in the interest of improving our products.
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