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Power 15W 20W 30W 40W

Dimensions 23.5 x 460 mm 23.5 x 611 mm 23.5 x 915 mm 23.5 x 1211 mm

UV radiation
(µW/cm²)

42μW/cm² 65μW/cm² 95μW/cm² 115μW/cm²

Main Application For home and commercial places For medical disinfection

GENERAL DATA

Luminaire type Automatic UV Sterilizer

Installation horizontal or vertical surface

Environment Indoor

Body material Alu Frame
G5 Ceramic Base

Diffuser Pure quartz glass

Finish color white / grey

IP rating IP 20

Operating 0° ~ +40° С

Warranty 5 years

Automatic UV-C Sterilizer with Breathing
Detection Technology
UVC light is dangerous for human skin and eyes.
Be sure there is no one in the room during
disinfection.
UV lamps pose minimal risk when used by professionals
who know how to use them. All other people need extra
protection from the harmful effects of UV radiation on
their skin and eyes.

Automatic sterilizer works practically against all harmful
microorganisms, killing them and destroying the DNA.
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ELECTRICAL DATA

Input volt 220 - 240V

Frequency 50 ± 10% Hz

Connections Live, Earth, Neutral

Class I, must be earthed

Lifespan 8 000 hrs

Different wavelength of UV disinfection efficiency

Sensor Parameters

Operating Frequency: 5.8 GHz ±74.9 MHz.
ISM wave band

Transmitting power: 0.5mW Max.

Delay time: 5s / 30s / 1min / 3min /
5min / 10min / 20min /
30min

Hold time: 15min, 30min, 60min,
120min, Always On

Detection Area*: 100% / 75% / 50% / 25%

Detecting Radius: 4-7m (Installed at 3m high)

Mounting Height: 3 - 6 m

Detection Angle: 150° (wall mounting)
360° (ceiling mounting

Certificate Standards

Safety standards: EN61058-1

EMS standards EN300440, EN301489-1,
EN55015, EN61547,
EN61000-3-2,
EN61000-3-3, EN62479

Certificate: CE, TUV & RED

Breathing Detection Technology
Very slight movement, even human breathing can be
detected, never worry about the sudden switching ON
ultraviolet light.

All sensor settings such as sensitivity, delay and
sterilization duration can be changed using the remote
control.

MCA015S-RV microwave motion sensor is specifically
designed for ultraviolet lamps.
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1. When the ultraviolet radiation is turned on and
the sensor detects movement, the ultraviolet
light is immediately turned off.

2. When a person is in the zone controlled by the
sensor, the sensor detect even the most minor
movements, such as heartbeat and breathing,
avoiding turning on the UV lamp.

3. When a person leaves the zone controlled by
the sensor after the Delay time has elapsed, the
sensor turns on an ultraviolet lamp. If the sensor
detects movement during sterilization, the
ultraviolet light is immediately turned off.

4. After the disinfection time (Holding time) has
elapsed, the sensor turns off the ultraviolet light

No interference from flying insects, falling leaves, ceiling
or floor fans.

No interference from wireless signal (WiFi, Bluetooth, 4G
and 5G).

APPLICATIONS FEATURES

○ Any public indoor spaces
○ Entrances, reception area
○ Schools
○ Kindergartens
○ Shops
○ Cafes, restaurants
○ Banks
○ Museums and galleries
○ Dining rooms, dressing and checking rooms
○ Public toilets and washing rooms

○ Automatic disinfection of surfaces and air.
○ Surface disinfection of objects (even sensitive

materials)
○ Reduction of airborne particles (organic and

inorganic)
○ Improving air quality and removing odours
○ Ecological, no chemicals
○ Destroys bacteria, mold and viruses
○ No running cost | Maintenance-free
○ Always consistent results, no human-factor

The information is for your reference only, we reserve the right to make alterations in the interest of improving our products.

040 900 6950
Ahontie 8, 82220 NIITTYLAHTI 3 3


