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GENERAL   DATA      

Luminaire   type    Track   spotlight   

Installation    track   adapter   

Environment    Indoor   

Body   material    Aluminum   

Finish   color    Matt   black   /   white   

IP   rating    IP20   

Operating    -20   ~   +40°C   

Dimensions   (Ф   &   L)    D90mm   H188mm   

Net   weight    0,5   kg   

Warranty    5   years   

Certificates    CE-EMC,   ROHS   

LIGHTING   DATA      

Luminous   flux    2   500   lm   

Color   temperature    2700K   /   3000K   /   4000K   

Color   rendering   index    97    Ra   

Beam   angle    15°   /   24°   /   35°   /   60°   
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Changeable   lenses   15°   /   24°   /   35°   /   60°   
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ELECTRICAL   DATA      

Power    30W   

Input   volt    AC   220   -   240   V     

Frequency    50/60   Hz   

Dimming   options    Casambi    (BLE),   
potentiometer,     
Remote   control   

Power   factor    >0.92   

Lifespan    50   000   hrs   

Certificates    CE-EMC,   ROHS   

   

  

 

APPLICATIONS    FEATURES   

○ museums   
○ art   galleries   
○ exhibition   halls     
○ stores   and   shops   
○ cafes   and   restaurants   

○ Wide   range   of   changeable   lenses   
○ Wide   range   of   power   and   dimming   options   
○ The   junction   allows   355°   rotation   and   90°   tilting   
○ Casambi   dimmable   (optional)   
○ high   quality   aluminum   housing   
○ no   reflections   on   the   ceiling  
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TRACK   SPOTLIGHT   
KVP-TA2     

ACCESSORIES      

     

   

Power   and   dimming   options:   20W,   25W,   30W,   Triac   Dimmable   and   Dimmer   on   lamp   

   

Barn   doors    Softening   lens   covers,   Wide   flood   lens   cover,   Oval   lens   
cover   

The   information   is   for   your   reference   only,   we   reserve   the   right   to   make   alterations   in   the   interest   of   improving   our   products.   
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